
Metamark VS Tape
High Performance Filmic Tapes

Product Description
High performance thin filmic double coated tapes. For fixing name plates, banner hemming and use on smooth flat surfaces. These 
tapes have high initial bond, high cohesion, and the film constuction gives high internal strength.

Description
Metamark VS1 tape has a thin clear PET carrier with a 
permanent double coated adhesive. VS1 is an ideal banner 
hemming tape due to its low cost and high bond and good 
plasticiser resistance.  

MetaSure® Warranty
Metamark (UK) Limited warrants to its customers this product meets the stated specification. If within the specified years of normal use Metamark 
products becomes ineffective for its intended use, then Metamark will replace the product. In all cases, the converter is held fully responsible for 
storing, processing and applying the unconverted materials in accordance with Metamark’s technical specifications. Metamark (UK) Limited will not be 
liable for any indirect or consequential loss or damage, and will not provide any allowance against improper usage, application accident, negligence, 
chemical damage or improper repair. The above data is given in good faith to provide an indication of the performance of the product.  Purchasers 
should consider the suitability of each product for its intended use and the purchaser assumes all risks in connection with such use.  Seller shall not be 
liable for damages in excess of the purchase price of the product nor for incidental nor consequential loss.

Metamark VS1 Metamark VS2

Recommended Applications
Boards, Metals, Plastics, Cermaics, Glass and Wood. Not 
recommended on more demanding applications. It is a good 
all round tape for POS, and indoor and outdoor use bonding 
smooth flat surfaces.

Tape Construction
Clear PET Film 0.14mm

Liner
Red filmic liner

Adhesive
Clear permanent solvent acrylic

Roll Sizes
24mm x 50m
38mm x 50m

Adhesion
Steel 26N/25mm

Temperature Resistance
-20°C to +100°C

Description
Metamark VS2 tape has a thin white PVC film with a 
permanent double coated adhesive. VS2 gives a high initial 
bond, high cohesion, and good plasticiser resistance. 

Recommended Applications
For fixing smooth flat surfaces such as name plates, POS, 
general sign fixing, and banner hemming.

Tape Construction
White PVC Film 0.3mm

Liner
Amber kraft liner

Adhesive
Permanent solvent acrylic

Roll Sizes
12mm x 50m
24mm x 50m

Adhesion
PSTC-3 3.1kg/25mm

Temperature Resistance
-20°C to +100°C
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